QUINCY ACCESSORIES 


Effective Jan. 31, 1958 


Supersedes All Previous Prices an d Quotations 


Ty, CY 


COMPRES 35 CY 


QUINCY COMPRESSOR CO. 


QUINCY, ILLINOIS, U.S. A. 


QUINCY ACCESSORIES 


(PRICES F,O.B. QUINCY, ILLINOIS) 
This list supersedes all previous Prices and Quotations 


QUINCY AIR FILTER Part —Pipe 
No. Size 
Quincy Air Filters are combination filters and silencers, and 2151-X yy" 
efficiently clean the air drawn into the cylinder and effectively 2175-X 34” 
muffle the intake noise without restricting the air passage. 1746-X yy” 
The filtering medium can be easily cleaned or renewed. 1746A-X 34” 
Silencing is accomplished by directing the air flow through a 
series of baffles after it passes through the filtering medium. 1369-X 1” 
1369A-X 114” 
Part Pipe 
No. Size 
QUINCY DELUXE AIR FILTER 2443-X 34" 
2460-X 1” 
2460A-X 114” 
Part Pipe 
AIR MAZE FILTERS bs bios 
The standard air maze filters are highly efficient and adaptable 4046 34” 
form of protection against dust and grit. It is equipped with a 3227 ” 
removable filter for disassembling and cleaning. Appearance is 4511 wy" 
attractive, and the element is constructed of layers of wire screen 3588 114" 
cloth. 3536 an 
4535 214" 
OIL BATH RELIEF VALVE TYPE FILTER 
Standard oil bath filters are = es 
recommended for extremely eNO ae ; ; 
dirty locations. The element is 4438 14” Use with 1” to 14” Street Elbow 
arranged in such a manner that 4439 ba” Use with 1” to 34” Street Elbow 
the air and element are con- 4309 1” Use with 1” Street Elbow 
stantly washed with the oil. 4442 144” — Use with 2” to 114” Street Elbow 
Only inexpensive oils are neces- 4793, 114” Use with 2” to 114” Street Elbow 
sary. The filter may be easily 4443 2” Use with 2” Street Elbow 
disassembled by removing one 6490 2", Use with 2" Street Elbow 
wing nut. Install in vertical 6491 2M Use with 214” Street Elbow 


position with street elbow. 


UNI-MAZE FILTER-SILENCER 


This is a combination filter and silencer. It not only keeps 
the air clean and eliminates all foreign matter entering the 
compressor causing unnecessary wear or trouble, it also muffles 
the intake. 


INTAKE SILENCER 


Burgess Intake Silencers are . 
recommended with compres- [jj 
sor installations where noise (i 

is objectionable. When in- 
cluded they provide a com- 
pressor unit that is extremely 
quiet in operation. 


DISCHARGE LINE 
SILENCER 


Maxim Discharge Silencers are 
recommended in all cases where 
absolutely quiet operation is 
essential, as they eliminate the 
noise of air entering the receiver. 
Maximum pressure 175 lbs. 
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Part Pipe 
No. Size 
5229 34” 
4201 34” 
4471 L? 

4447 114” 
3191 114” 
4263 2” 

4687 216” 
Part Pipe 
No. Size 
4515, Ad 
4514 34" 

M4454 1” 

“! 4468 114’ 
4469 or 
4536 21%" 
Part Pipe 
No. Size 
4537 34” 
4538 1” 
4539 144” 
4540 2” 


Price 
Models Each 
X2 $ 1.00 
X8 1.00 
A4 2.35 
106-212-308 
108-216-310 2.35 
320-325 4.75 
230-240-330 4.75 
Price 
Models Each 
106-212-308 
108-216-310 $ 4.75 
325 8.10 
230-240-330 8.10 
Price 
Models Each 
106-212-308 
108-216-310 $ 6.80 
320-325 6.80 
230-240-330 8.15 


244-340-WW33-WW44 8.15 
255-350-WW64-WW80 9.50 


390 13.65 
Price 
Models Each 
A4 $14.00 
106-212-308-108-216-310 14.00 
320-325 14.00 
230-240-330 15.90 
244-340-WW33-WW44 15.90 
255 15.90 
350-W W64-W W80 21.50 
390 31.00 
Price 
Model Each 
X8 $ 5.50 
106-212-308 
108-216-310 8.10 
320-325 9.10 
230-240-330 11.30 
244-340-W W33-WW44 11.50 
255-350-W W64-WWs80 16.15 
390 22.50 
Price 
Model Each 
A4 $15.50 
106-212-308 
108-216-310 16.50 
320-325 17.80 
244-340-W W33-WW44 
230-240-330 28.50 
255-350-W W64-WW80 42.80 
390 58.25 
Price 
Model Each 
106-212-308 
108-216-310-325 $130.00 
330-340 145.00 
230-240-350-244 
WW33-W W44-390 160.00 
255-W W64-W W80 200.00 


Discharge Line Silencers not available in stock. Will 


require special ordering. 


Size Price Each 
1%” per ft. $ .40 


COPPER TUBING 34” per ft. .50 
4” per ft. .65 


34” ~perft. .85 


> ° 
8 ] FINNED DISCHARGE TUBE 
The Copper Finned Aftercooler is available for most sizes. 360 sq. in. Gs 
of cooling surface insures extremely low temperature air entering tank. fe) & 


This is standard equipment on all Quincy assembled tank mounted 


| units. 


Size Part Price 
Tube Connectors Tube PT. No. Size Each 
Bil baw iConnectOris Jasiasss sess ee ee tenes wae ieass HAS Tee ted ene ames omennaee yy" 4” 1642 $ 55 
Straight Connector, <+5223.00 35605054 to Re SM ES SET OU RM Kes HERE eee EE OG HOO ES 4" 1%” 1643 45 
BOW ICONNECUOE: vc icscuecnccicline 05 Ba SE4 OR DSE URGE ER OM PEF ME AEROS S Rosa Sete oMNS 3%” Yy" 2614 1.05 
SEAICHEt CONTECLOR esis. ccna cewones soda eREA PEERS HDR HIS MESES SASSO PEEK HOS 3%” yy" 2616 .60 
Straight ComMettOLPoecwicsic ss so vw sur eeisemesing a cebaueanGene soem Cee Ie esasmewy YEU 3%” 2707 1.00 
INTt—“An Verte Sal Oscccss.sis estas oe med. wriue @aendom soe pean ane auarcneis Suais FART DAE SS DOD 4g yy” 2722 45 
Connector Inverted IMAC. sieeiscaere <seasn d-oerine vp eiire daswiesn sa Geum a6 seus Qarsuate dail aS 4” 2723 65 
Gornector— Inverted ma le x susan ha. tose sigearaay ewianaes: sr: airensl Brave Ao: MeN a ven Os 6 ial aie 34” 2724 1.75 
Gonnector— Inverted MAlOksascccess 5 oie oa cepa dy hese nie eterna iene Here wuneusied DNT Seis 34” 2216 1.80 
INGE ——IriVerted Wales sch ceisi dees we eseheds SeasraRe Ts Oe reste atm sor emseew 34” 2217 1.30 
INGE In Verte WALES 5a. ic ircd seniors son ets SRS TOME EE Ores 6 BW TET BUIES TE COn MEME 1? 3327 1.80 
* Connector=—Iniverted Males... siosie cc wun fetuneod hes HOSTS Mio dak MOPS GOH RES HH eESS 1% 3328 2.65 
Bl bow “In VertedimalOsiciccvece cies nas wwwdia aac qaotedersien mc eee bah aF NBS E MO TSSMDE TSB yy” 34” 2395 1.00 
Discharge Tube Assembly Model No. 
Discharge tube—PlaIN ® sieve. x aierecew,e opaseis: oiesecasp oesnis oa asaveieie iacaud ea aleaie's Wee 24 (She FX2 3026 3%” 50 
Discharge tube with connectors* 1-(2616) 1-(2707)............ 2 eee eeeeeees FX2 3026-X 2.00 
Discharge tube— Plain ® sj)cs.. sates 3.2 esis) soesimnes were ee mgen sere nance es wares 6 ues FX8 4643 4" 45 
Discharge tube with inverted male nuts* 2-(2722)........... 6c eeeeee ee eees FX8 4643-A 1.30 
Discharge tube with connectors *2—(2722) 2-(2723)......... cece cece eens FX8 4643-X 2.80 
Discharge: PUG Plain scctens ds dda e-asoran a, eee ue mibse 6.0 wim ve diGuerena qed TA GABE 4 GIO FA4 4638 yy” 60 
Discharge tube with inverted male nuts* 2-(2722)...... 0.0... cece eee eee FA4 4638-A 4" 1,55 
Discharge tube with connectors* 2-(2722) 1-(2723) 1-(2724)............4. 5. FA4 4638-X 4” 4.20 
Discharge tube—Pinied s sosasicn vs sie eae 04 oaws ows as aw soem qaaemeenmees F106-F108-F212- 
F216-F308-F310-F312 2437 34” 6.75 
Discharge tube with inverted male nuts 2-(2217)...........-. 60 cee eee enue F106-F108-F212-F216- 
F308-F310-F312 2437-A 34” 9.55 
Discharge tube with connectors 2-(2216) 2-(2217).. 0.0... 0.00 cece cece eee F106-F108-F212- 
F216-F308-F310-F312 2437-X 34” 11.35 
Discharge tttbe— Pinned ® x... sic ca cveies spi oe cissins sda ee eb debe hE Eae Te EME Ss F230-F240-F325-H230- 6187 14” 6.50 
H240-H325-P230-P240-P325 
Discharge tube—Kinned*. « osrseecs oe tacwe ssc yr see ea seasaione ¥.e.ond earns F244-F255-F330 6159 14” 11.65 
F340-F350-H244 
H255-H330-H340 
H350-P244-P255 
P330-P340-P350 
Discharge tube—Finthed*, « 5 ose << susie os stare 0 Gree Sacre wave vinins eS eaaiewes F390-H390 6160 14” 12.75 
DISChAnPetUDC ee econ poles Aas ve s.0 CeCe ss eee CREE se ES 4 Bate eee caRee a TX8 2041 Yy" 95 
Discharge tube with nuts** 2-(2722)........ 0. occas HELTER Hee TES Sew ee DOR NS TX8 2041-A 4” 1.85 
Discharge tube with connectors** 2-(2395) 2-(2722)...........5520 eee eee 2041-X 1” 4.00 
DISCHALGE PIPCLASSEIMDLV ss = cing) S = ave dies aes ie andre sere ee Giese Fo Hin AE Rw CANES Oe T212-T216 5350-X 34” 5.95 
IDiSCharge PIPE ASSEMDIVE oc o42sied ae oo ee yaw essen has en ane He aaase meme T230-T240 5351-X 14” 12.10 
WWischatee PIPE ASSEIDDIY se. pce ties he ob acy YS MH NISC Cs eae Mie HE SR KONE T244 5352-X 14” 15.35 
IDISCHAGE PIPESLASSCINDLY 4 « cit,a5 ne body 22% Be GSS TE TORE NANOS OS wees eOas T340 5362-X nag 6.65 
Dischaloe PIPCLASSEIMOIN soos cawamwn es cane tere oA TEARS TOMES Se Ew ESS cio bes WWC, WWD64 or 80 4459-X af 18.10 
Discharge-pipesasSeMPlY iy Li xie gee aes eee Neo ook wane a siere we in ge ne .. DF390 and WWC, 
WWD33 or 44 4329-X1 114” 12.10 


*Used on specified models after 3/1/56. See Page 4 for old type assemblies. 
**Copper tube, not finned. 
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FINNED DISCHARGE TUBES 


Part Price 
Model No, No Size Each 
Discharge tube—Finned.............0.0000 00 ccc ccc eee eee eee eens F320-F325 with 2492 2381 34” 8.25 
Discharge tube with nuts 2-(2217)......0 000s large cushion 2381-A 34” 10.50 
Discharge tube with connectors 2-(2217) 2-(2216)..........................¢hamber 2381-X 34” 12.00 
Discharge tube—Finnied. . . 6 iiss esscncssciegeeune reese vaccneanagaseneasur F330-F340-F345 2490 1% 9.75 
Discharge tube with nuts 2-(3327)......000 000 ees F330-F340-F345 2490-A Ih 13.60 
Discharge tube with connectors 2-(3327) 2-(3328)..........0.000 0000 c eee F330-F340-F345 2490-X il? 16.05 
Discharge tube—Finned..........0...0. 0000.0 ccc ccc eee eee ene eeeanees F390 4990 Flanged 27.95 
Discharge tubé—Plain™. « ... cies oeiedz5ains pameho umd baaansumarvoras paws eens FQ10-FQ12 5199 34” 2.00 
Discharge tube with nuts 2-(2217)...... 00.00 FQ10-FQ12 5199-A 34” 4.60 
Discharge tube with connectors 2-(2217) 2-(2216).......0.0 000 eee FQ10-FQ12 5199-X 34” 8.90 
Discharge tube—Plain*. « «ssiieses see's vets senha ss aaryeecmen ek wees wees eee eeu FQ25 5206 34” 2.65 
Discharge tube with nuts 22(2217))0eccsic is soingssanucswsiswmersanarssde vpewrs FQ25 5206-A 34” 6.25 
Discharge tube with connectors 2-(2217) 2-(2216).............00000000022...FQ25 5206-X 34” 9.85 
Discharge pipe assembly. ............ 0.00. c cece cece eee eee eee nee ee nnees F230-H230 3682-X 1%" 8.05 
Discharge pipe assembly. ..........0.0.000 00 0c cece eee eee eee e eee e eee F244-H244 5283-X 114” 10.40 
Discharge pipeassembly .....0:.+ ssc scamsaveageaswe sauindeswnsarucacnmnraes F350-H350 6053-X 1” 10.20 
Discharge piperassemply:. ss ci asses bo0s 64 heres swe vend DONE EO EEE Ow oe om F255-H255 6052-X = 2” 5.85 
Above used on specified models previous to 3/1/56. 
Part No. Size Models Price Each 
2432-X 34”  F106-F108-F212-F216-F308-F310 
H106-H108-H212-H216-H308-H310 
P106-P108-P212-P216-P308-P310 
V308-V310-V325 $6.95 
2432A-X* 34” FE2-FX2-FX8-FA4 9.75 
6071-X ** 14%” F255-F350-H255-H350 
P255-P350 17.10 


CUSHION CHAMBERS 


Cushion discharge chambers are available 
for most all sizes. This chamber provides 
a compressor unit that is extremely quiet 
in operation. 


BELT GUARDS 


6071-X1** 1144” F230-F240-F244-F325-F330-F340 
H230-H240-H244-H325-H330-H340 
P230-P240-P244-P325-P330-P340 17.10 


6070-X ** 114” F390-H390 21.05 
2492-X *** 34”  F320-F325-V325-H325-P325 11.10 
2492-1-X*** 1” F330-F340-F345-H330 

H340-P330-P340 11.10 
2492A-X*** 114” F230-H230-P230-F350 11.10 . 
2492B-X*** 116” F244-H244 11.10 
2492C-X*** 2” B25 SAFI 255 worries omanin owner h vawein en 11.10 


4989-X ***—Flanged Connection 
F390-H390 15.05 


*With built-in check valve. 
**Used on specified models after 3/1/56. 
***Used on specified models previous to 3/1/56. 


Part No. Models Price Each 
4974-X eGe cde ord aeeegua eh sct er reweEeeaaeesd $23.00 
5086-X SO8BLO can ncn eoansetines FEmOss MERLE ES 23.00 
5086-X 1 106-108-212-216........... 00000. c eee 23.00 
5087-X1 BE ieticayis He aad bh kab Sam aa aoe Rea as MOL . 23.00 
5087-X2 PBO2240 6) ide twang hod wong emeieienes .. 23.00 
5088-X a vcscriyatis 2 /aiaga'ss 2G fonandtatein ee A Gra hogs ds 26.25 
5088-X1 DAO hvtentanteeauas ait cet fats a seis ERAS sxx 2625 
5088-X2 B40 cc ociet orewens cROasetens 4 enea keine S802 26.25 
5088-X3 DSO norngnna sos oh ats HEE ER sod PER ORE DS 26.25 
5089-X BOD sce cise bogs & sie um’ dus acer mw Vwipaoe no 45.00 
5284-X sats R 8 laos & a tbin'n  Pectner boclassGeSndanss cd atdrnios 20.00 
5343-X PEAS sl scsatn, cari eadisrGnniehe Gris baad od wate tnt 23.00 
5639-X WW-64, WW-80...............0...0.... 45.00 
5644-X WW-33, WW-44.......0......0005. .... 40.00 
6027-X DOO sewed a6 sa take eee de emnda taeda 40.00 


Above guards applicable to all “D”’-““F’”-“‘H”’-“P”’ Units. Brack- 
ets ane Screws required for mounting are included with each 
guard. 


AIR HOSE 


(25 ft. length with Chuck and Connection) 
QUINCY Air Hose for tire service is 14” and the standard length 


is 25 ft. complete with chuck and male hose connection 14” pipe 
thread size. 14” air hose in any length is available from stock. 


15 ft. length air hose with detachable coupler having male 
adapter and air chuck. 


Quick hose coupler check unit. 
Quick hose coupler female adapter. 


Quick detachable hose coupler. 


AIR HOSE CONNECTION 


The standard hose connection is equipped with special stem for 14” hose and 
14” male pipe threaded for connection to the service outlet. 


AIR CHUCK 


The automatic air chuck for tire service remains closed at all times until 
applied to the tire valve when it opens permitting free flow of air to the tire. 


w=) 


— 
ij 
& 
<a 
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BLOW GUN 
The QUINCY Blow Gun is complete with self-closing valve, nozzle and Cc 
suitable for 14” hose connection. It is used for all types of cleaning 


purposes. Maximum pressure 250 lbs. Nozzle 44” diameter. 


THROTTLE DEVICE FOR CARBURETOR CONTROL 


When connected with pilot unloader, this control as shown is adaptable 
to most engines. Some engines will require the use of a mounting 
bracket. Recommended for use with 2 or 4 cylinder engines. 


SHUT OFF VALVE 


ye 


The tank shut off valve as furnished is regularly 14” or 14” depending on the 
size of the compressor. This valve is used to close the air line close to the tank 
at night or for the purpose of making repairs to the line. Maximum pressure 
for all sizes 250 lbs. 


VD PILOT UNLOADER 


Automatically unseats compressor suction valve whenever air 
supply exceeds demand. This VD Pilot is recommended for use 
when compressors must operate continuously and deliver a 
iven, constant pressure. All metal, non-corrosive construction. 
mly one moving part. Screen filter prevents foreign matter 
entering pilot. Exclusive feature. 


DUAL CONTROL CHECK VALVE 


Required for operation of loadless starting (Centrifugal Unloader) and VD 
Pilot on same compressor. 
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Part No. Size Price Each 
3582-X yy" $7.10 
yr" per ft. = .22 


Part No. Size Price Each 
2278 yy" $7.75 
2280 3.40 
2281 Wy? PT. 1.25 
2280-X yy" 4.65 

Part No. Size Price Each 
4296 yy" $ .40 

Part No. Size Price Each 
3570 yj" $ .75 

Part No. Size Price Each 
3691 \y" $3.95 

Part No Price Each 
3101 $16.65 


2992 Arm for carburetor 1.55 
With 2784 Screw 


Part No Size Price Each 
6200 Yy" $ 3.30 
2749 yo” 4.15 
6154 ag” 6.00 
5051 1” 9.55 
3193 1%” 16.30 


Part No. Max. Pres. Price Each 


6168-X1 50 Ibs. $17.60 
6168-X2 120 Ibs. 17.60 
6168-X3 300 Ibs. 17.60 
6168-X4 500 Ibs. 17.60 
6243—Overhaul kit for 

6168} PilOteces acess esas 4.50 
Part No. Price Each 
6194-X $7.00 


CHECK VALVE 


Dash pot check valves were formerly used on all automatic units to prevent 
leakage after the compressor stopped and for the purpose of unloading the 
discharge line between the check valve and compressor to facilitate starting. 


AIR REDUCING VALVE Part 
Pressure reducing valves are designed ae. 
to provide a reduced pressure from a 5927 
higher initial pressure. 2209 
Specify final operating pressure Sits 


required, 


QUINCY WATER VALVE 


The automatic water valve is used in controlling the flow of water on 
water cooled units and when connected to service supply. The valve is 
controlled by pressure and opens and closes as the automatic pressure 
switch or VD pilot valve operates. Air pressure closes valve and auto- 
matically stops flow of water through compressor. 


SOLENOID WATER VALVE 


Electrically operated solenoid water valve used in connection with 
automatic start-stop pressure switch. Start opens valve. Stop closes, 
shutting off service line. Cycle of motor and voltage used must be 
specified. 


Part 

No. 

3760 

BELTS V-TYPE 

V-Belts are available in many sizes to 3947 
fit all factory assembled units. They 3399 
are so constructed to assure longer life, 4686 
increase output, and lower upkeep 5378 
costs. 3402 
3403 

3412 

3252 

4545 


Maximum 


Pressure 


Initial 


250 Ibs. 
250 Ibs. 
250 Ibs. 
250 lbs. 
250 Ibs. 


Outside 

Length Sec. 
32" A 
34” A 
40” A 
42” A 
44” A 
46” A 
54” A 
49” B 
54” B 
60” B 
63” B 
69” B 


. AB177 : 


MOTOR RAILS 


Motor Rails are available in all sizes to permit necessary V-Belt 
adjustment as the occasion arises. Cap screws and bolts are not 
included. 


3476 ] 


(oy) 


AC177 


1671 


Part No. 


Size Price Each 


Maximum recommended pressure for 
all check valves is 200 lbs. 


Pipe 
Description Size 
yy" 
Three Way wae 
a 
All Bronze 34” 
Size 
Part No. Connection 
2324-X 4" 
Size 
Part No. Connection 
5558 34” 
Price Part Outside 
Each No. Length Sec. 
1.45 3035 i lag B 
1.60 3081 78” B 
1.75 3406 84” B 
1.85 3407 88” B 
1.95 3587 93” B 
2.00 4150 100” B 
2.30 4997 108” B 
8,15 5080 115” B 
3.40 4457 78” G 
3.65 3408 84” C 
3.65 3409 93” C 
3.95 
Part No Motor H.P. 
AB177 g-34 
AC177 1146-2 
1671 2-3-5 
4820 Model TX8 only 


F-H-P-V Units 
3476 34-1-114-2-3-5 


No. 3476 is a Clamp Type Motor Rail, and 
requires two No. 2999 Clamps. 


No. 2999 Motor Rail Clamps with 3564 Cap 


Screw $.65 each. 


2486 with 2484 Adjustment Bar 
(714-10-15-20 HP, New Frame Motor) 


Price 
Each 


$17.90 


Price 
Each 


$27.50 


Price 
Per Pair 
$2.65 
5.30 
5.90 
3.50 


5.90 


$10.40 


DRAIN COCK 


The standard drain cock is 14” of self-cleaning type and easy to operate and 


keep tight. 


AIR PRESSURE GAUGE 


The standard air gauge for small air cooled 
units is 214” diameter: for water cooled units 
414” diameter. 


FLEXIBLE DRAIN ASSEMBLY 


Located on end of tank so that bucket fits under drain cock. New drain 
system utilizes compressed air in tank to force out all condensation 


quickly and efficiently. Saves time. 


QUINCY “DRI-R-AIR” AUTOMATIC 
TANK DRAIN 


The Quincy Dri-R-Air tank drain automatically removes 
the water that collects in the tank. Water is drained from 
tank every time compressor starts and stops. This valve 
will function on any compressor having bleeder or pressure 
type unloader. Also will fit any compressor unloaded by 
lever or flyball governor by the use of magnetic unloader 
or bracket mounted 3-way valve. Tank drain attached to 
bottom of receiver with pipe adapter. Size depends upon 
size of tapped hole in bottom of receiver. Available in 
Y%” I.P.T. (No. 5435) or 34” I.P.T. (No. 5189) both 
having 44” side outlet. 14” always furnished unless 34” 
is specified. Available as a package unit with complete 
instructions for installing. 


LINE STRAINER 


Collects scale and foreign matter from air line. Equipped 
with strainer for accessibility in cleaning. This strainer 
recommended with all Dri-R-Air installations. 


Part No. Size Price Each 
ry 2713 yy" $ .65 
Part No. Type Connection Diameter Pressure Price Each 
3274 Bottom 24%” 200 Ibs. $2.85 
3027 Bottom 24%” 300 Ibs. 2.85 
3226 Center Back 214%" 200 Ibs. 3.20 
2956 Center Back 24” 300 Ibs. 3.20 
3772 Bottom 414” 200 Ibs. 3.95 
3771 Center Back 3%” 300 Ibs. 5.35 
3758 Center Back 1%” 100 Ibs. 2.20 
4862 Center Back* or 200 Ibs. 2.40 
5943 Bottom 414” 300 Ibs. 3.95 
4746 Bottom 21%" Vacuum 2.85 
Gauge 
Calibrated in kilograms. 
5555 Center Back 2%” 300 Ibs. 4.00 
*Connection 14” pipe thread all others 14”. 
Part No. Price Each 
6402 Flexible Drain $2.75 
Assembly with 
2713 Drain Cock. 
Part No. Price Each 
5116-X1 Tank drain with elbow connectors...... $12.10 
5116-X2 Tank drain kit......................, 15.75 
5116-X3 Tank drain kit with shut-off valve..... 18.00 
5116-X4 Tank drain kit with shut-off valve and 
line Strainer’. 24 ad ss ae ca eee Raa eae ea BRE 20.95 
Use on all horizontal tanks from size 
14”x33” thru size 20”x63”. 
5116-X5_ Tank drain kit with shut-off valve and 
MNGISURAINED am ax pcimlad cis do cates ayes 20.95 
Use on size 24”x69” horizontal tank. 
5116-X6 Tank drain kit with shut-off valve and 
line strainer. ... 2.2.0.0... cee cee eee 20.95 
Use on size 30”x72” horizontal tank. 
5116-X7 Tank drain kit with shut-off valve and 
Tine: StPAINEL «6.05.36 ace oe accn aoa. ave 2 3.450 9s 20.95 
Use on all vertical tanks. 
5676 Overhaul kit for 5115 valve (old style). 3.95 
6478 Overhaul kit for 5116 valve (present 


BUVIE) sreeriysig asus sa amie on wenenatsinss 4.50 


IMPORTANT-—AII installations should incorporate the 
line strainer to insure trouble free service by elimination 
of rust, scale and foreign matter from drain valve and for 
accessibility in cleaning. 


Part No. Size Price Each 
5529 yr $3.10 


PRESSURE CONTROLS 


Each automatic switch is designed to start only such 
units within its rate of capacity. The switch is available, 
equipped with release valve or less release valve. Release 
valve is required where the compressor is not equipped 
with an unloader for the purpose of unloading between 
the check valve and compressor when the unit is auto- 
matically stopped. 


Gea 


Part No. OVERHAUL KITS Price Each 
5519—Square D 9013ASG Switch Kit for 4583-S 
ANd 2298S cass 500362 44D 3 OES Se RGAD LES $4.00 
2 ga Sa Oca e a for pe OP, sss 3.50 
—Square witch Kit for 3834-S.... 3.30 
5626—Penn 110BPO2 Switch Kit for 2298-P...... 4.15 eee iil s pia 
5945—Penn 116BO2 Switch Kit for 3834-P......... 3.50 


AUTOMATIC PRESSURE CONTROLS 


4 rane ——_ ~ || Price | Price 
__ MAXIMUM MOTOR HORSEPOWER | __|| Less With 
Part Poles Max. | Single Phase ] 2 or 3 Phase i" Direct Current I Release | Release 
No. | | Press. 115 Volts | 230 Volts || 220 Volts | 440 Volts I 115 Volts | | 230 Volts | Valve | Valve 
= | = . — | 
2298-1 PennorSq.D|} 2 | 250 2 3 5 5 || 1 1 |, $16.50 
2298-3 Penn or Sq. D 2 || 200 2 3 5 5 1 1 | 11.50 
3800 Sq. D 2 500 2 3 | 5 5 1 1 | 36.50 
3834 Penn or Sq. D 2 200 2 | 3 5 5 1 1 | | $15.40 
2960 Penn or Sq. D 1 || 200 Low Tension, Gasoline Engine Ignition Stop. . ‘se p3¢% || 11.50 
2960 Sq. D1 1 | 250 High Tension, Gasoline Engine Ignition Stop............ : ..|| 16.50 
2960 Sq. D2 1 500 High Tension, Gasoline Engine Ienition SEOP boc esses we ouers os aoe weeeeee eel] 36.50 
*4700 Sq. D 2 250, 2 | 3 5 | 5 | 1 1 || 90.55 
*6018 Sq. D vs 200 2 | 3 5 5 | 1 1 | 60.00 | 
*6019 Sq. D 2 20 | 2 3 || 5 5 || 1 1s] 71.95 
*Explosion proof for Class 1 and Group D or for Class 2, Group G service. 
_—_ _ VACUUM TYPE 
4627-82 [2 | oo a 5 i tt 22.10 


NOTE: Controls with motor H.P. as shown can be used with manual starters. Both carry full load current, on 3 phase by pass middle 
wire on switch. With magnetic starters use either pole. 
Standard pressure settings are 60-80, 100-125, 1: 30. 150, 140-175, 160-200. Switches with settings other than standard must be 
special ordered. 


AUTOMATIC STARTER 


The motor starter illustrated is magnetic type and gives full protection 
against abnormal voltage fluctuation and overload. This starter is also 
used for manual control of motor driven units and when required can 
be furnished with Start-Stop or Hand-Off-Automatic switch mounted in 
cover or separate Start-Stop push button station for remote control. 


MAGNETIC ACROSS THE LINE TYPE MOTOR STARTERS 
For Use with Automatic Pressure Controls or with Push Button Station for Manual Control 


A. C. SINGLE PHASE A. C. 2 OR 3 PHASE DIRECT CURRENT 
Motor 115 Volt 230 Volt 220 Volt 440 Volt 115 Volt 230 Volt 
Horse Price Part Price Part Price Part Price Part Price Part Price Part 
Power Each No. Each No. Each No. Each No. Each No. Each No. 
2 $ 56.00 | 4752 $ 50.00 | 3806 $ 56.00 | 3807 $ 56.00 | 3807 $205.00 | 4650 $205.00 | 4650 
3 69.00 | 4265 56.00 | 4752 56.00 | 3807 56.00 | 3807 205.00 | 4650 205.00 | 4650 
5 190.00 5034 69.00 4265 60.75 3809 56.00 3807 353.00 4487 219.00 6456 
7% 190.00 | 5034 116.00 | 3811 60.75 | 3809 60.75 | 3809 710.00 | 4473 255.00 | 6457 
10 116.00 | 3811 60.75 | 3809 732.00 | 6458 353.00 | 4487 
15 116.00 | 3811 116.00 | 3811 1140.00 | 6459 690.00 | 6460 
20 190.00 5034 116.00 3811 1178.00 5064 710.00 6461 


Prices include thermal relay units with re-set in cover. 

Replacement thermal relay units $2.00 each. 

Separate mounting start-stop push button station $8.50 part No. 4262. 

Consult factory for prices of starters with water-tight enclosure or explosion proof for hazardous locations. 
Hand-Off-Automatic Selector or Start-Stop Switch mounted in cover can be furnished, additional cost $11.00 
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The manual starter is designed 
or protecting small single phase 
and polyphase motors against low 
voltage, overload and abnormal op- 
erating conditions. It is equipped 
for push button operation for start- 
stop, and for re-setting thermal units 
when overload breaks circuit. 


MANUAL STARTER 


MAXIMUM HORSE POWER RATING 
Single Phase 2 or 3 Phase 


Qe SHUT-OFF COCK 


MAGNETIC UNLOADER 


Magnetic Unloader connected across the line between motor 
and automatic pressure switch, unloads or loads the compressor, 
depending on type of valve used. 

With 3-way release valve, use in conjunction with diaphragm 


Part Poles Price 
No. 110 Volts 220 Volts 220 Volts 440 Volts Each 
4825 1 1 1 $10.00 
4828 2 1 1 12.50 
3813 2 1 1% 27.60 
3812 3 2 2 34.50 
3815 2 1% 3 34.50 
3814 3 5 7% 41.40 
DIRECT CURRENT 
32 Volts 115 Volts 230 Volts 
4828 2 34 34 12.50 
4481 4% 34 1 27.60 
4480 1 1% 34.50 
PIPE LINE FILTER 
(Removes Oil and Moisture from Discharge Line) 
This filter is designed to protect tools and processes from moisture, 
pipe scale or other foreign matter. Water, oil and the heavier type 
particles are mechanically separated and deposited in the bottom of the 
filter housing; the fine air-borne dust particles are removed by the 
radial finned filtering element or insert. Drain cocks are provided for 
removal of accumulated water, oil and sediment. These may be re- 
placed with external automatic traps which may be connected to several 
filters when desired. 
Patt Numberinc.s «+ sis 666 esicsie some sae 6234 6236 6237 
BIDS SIZE sa oso rsue: 6.3.6 sien strait 0.4 wae awa 34” ye 1” 
Maximum Pressure...............| 150 Ibs. 200 Ibs 200 Ibs. 
Space Required in Inches— 
OORan +4 as a esq as ess MEG 5x5 6144x7 616x7 
HIG Nt eoysrs sen 'g:2- 5 tha $4.9 Grd aa cuerw ace 1034 186 308% 
Headroom to change cartridges. . 6 54 54 
Free Air Volume................. 15 cfm. 38 cfm 77 cfm. 
actual at | actual at | actual at 
: 150 lbs. 200 Ibs. 200 Ibs. 
BUICES so octisina weasivn Gun ae chee oben ts $42.85 $94.70 $113.80 
Part No. Price Each 
4807 with 3-way valve.........$23.25 
4807A with 2-way valve........ 20.85 


arrangements on compressor head. 

With 2-way release valve use in conjunction with check valve 
and bleeder chamber. 

Cycle of motor and voltage used must be specified. 


MOISTURE SEPARATOR WITH 


AUTOMATIC TRAP Part 
This is a unit combining a separating chamber where entrained 4 
moisture and water is directly removed from the air flow and 5074 
immediately drops to the collecting chamber below into which is 5075 
built a float operated mechanism that automatically discharges 5796 
the water from the collecting chamber as it accumulates. Prin- 5076 
cipally used in air lines to provide clean dry air for paint sprayers, 5077 


air operated tools, etc. This combination unit simplifies in- 
stallation and reduces initial piping cost; its compactness saves 
space. The separator should be of the same size as the com- 
pressor discharge. 


Pipe Max. 

Size Pressure 
yy" 150 
34” 150 

1? 250 

1144" 250 

1%" 250 

a 150 


Price 
Each 


$33.25 
34.80 
39.50 
40.75 
44.50 
96.60 


ROSS AFTERCOOLERS FOR SINGLE AND TWO STAGE 
COMPRESSORS, MAXIMUM PRESSURE 250 LBS. 


Type ‘‘R”’ water cooled aftercoolers are compact, efficient and trouble free. They are 
easily installed and adaptable to all compressor applications. For the most efficient 
installation, we recommend the use of the combination separator and automatic trap 
in conjunction with the type ““R” water cooled aftercooler. 


QUINCY *Air Max. Size Air Pipe Water Price 
Part No. Capacity Compressor Size Length Weight Diameter Conn. Each 
6244 1-25 CFM Model 325 1” 17” 5 Ibs. 21%" 14” $65.00 
6245 30-90 CFM Model 390 14” 3614” 15 Ibs. 214" 4” 85.00 


*Based on cooling air to within approximately 15° of inlet water temperature. 


MOUNTING BRACKETS are available to adapt either of above coolers to top plate mounting on ‘‘F’’ and ‘“‘H”’ Models. Part No. 6306-X 


includes Pair of Mounting Brackets with necessary Cap Screws. Price Pair $3.00. 


AIR COOLED AFTERCOOLERS Part 

No. 

Quincy air cooled aftercoolers are equipped with bracket for base plate 4799 
mounting. This type cooler should be used in conjunction with Quincy 4925 


discharge chamber and mounted so that it will receive a blast of air 
from the compressor flywheel. Maximum working pressure 200 Ibs. 


LUBRICATION OIL PRESSURE CONTROL 


This control operates through a time delay pilot relay actuated by changes 
in oil pressure. When the pressure lubricated machinery is started the time 
delay switch is energized. If the gauge oil pressure does not build up to cut in 
setting of the control within the setting of the time delay it will trip to shut 
down the equipment. If the gauge oil pressure rises to the cut in setting of 
the control within the time limit the time delay will not trip and the equip- 
ment is permitted to continue running. 

Complete installation and wiring instructions are furnished with each 
control. Not suitable for 440 or 550 Volts. 


Part No. 
SAFETY VALVE 1076 
2961 
The safety valve is designed for safety purposes only. After blowing 3767 
off the pressure is materially reduced before the valve again seats. It 3022 
does not function for any other purpose. No. 1076 can be set from 40 to 3769 
220 Ibs. Standard ASME setting, 140-165-200-220. Pressure settings +6497 
ranging up to 500 Ibs. secured on special order. Write for prices. 3371 
5527 


VACUUM SAFETY VALVE, Part No. 4738, Size 34”, Price $3.45. This valve not used for pressure service 
*Good for 500 Ibs. Maximum Pressure. 
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Cu. Ft. Price 
Size Capacity Each 
36” 16 $32.75 
34” 40 51.25 
Part No. Price Each 
5897 $25.70 
Size Price Each 
44” No Code $ 2.15 
4%" ASME Code 6.05 
44” Mass. Code 8.25 
44” ASME Code 6.05 
44” Mass. Code 8.25 
144” ASME Code 21.50 
34” ASME Code 13.10 
1” ASME Code 16.30 


Part No. 


Ag 


e : 


WA 


AUTOMATIC 


Delivers properly lubricated air for both intermittent and continuous flow applications. The use of “accelerated” 
air rather than “air pressure” to form the “oil-mist”, offers a minimum air restriction. 


Max. Oil Overall 
Size @ 90 PSI | Pressure Capacity Size 
alae 
Fw | 60 | ses | me | syrxorxs” 
i : 


*Specify model A for internal adjustment or model B for external adjustment. 


The Emco Combination unit offers the most economical, completely automatic method of protect- 
ing pneumatic equipment. 


EMCO 


EMCO AUTOMATIC AIR FILTERS L-200A SERIES 


The Series L 200-A Diaphragm operated filters assure a most efficient method of delivering continually, 
dry, clean air for the protection of Pneumatic Air devices. The moisture condensation is automatically 
expelled from the Filter Bowl. This series of filters is specifically designed for use with Pneumatic equip- 
ment functioning from intermittent air flow only. Each time air is applied the change of air pressure 


within the filter moves the position of an internal valve producing the “ejection”. THESE UNITS 
REQUIRE NO HAND DRAINING. 


Overall Maximum Material 
Size Size *CFM @ 90 PSI Weight Specifications 
Neoprene - Ny i 
Vay" 344" x 4p" 20 1 lb. 10 oz. | phragm. Irridited Zinc 
: other non-ferrous metals. 
ye ” ” 100 


24x100 Dutch Weave 
*Maximum Operating Pressure 200 PSI 


Monel filter screens. 
EMCO MANUAL DRAIN AIR FILTER L-300 SERIES 


The Emco Manual Drain air filter operates on both intermittent and continuous air flow applications. 


Quincy 
Part No. 
34%” x 6” x 3” 50 CFM 
314” x6" x3” 75 CFM 250 psi 


EMCO LUBRICATOR L-400 SERIES 


$40.00 


Irridited zinc and 
non-ferrous 


MANUAL 
DRAIN 


Metals. Salt spray 
tested for 100 hours, 


Dutch weave monel 
filter screen. 


Max, CFM Material 
Specifications 


Trridited zinc and 
other non - ferrous 
materials. 


Molded Plastic 
Bowl 


250 ps AETAUETIA . 
LUBRICATOR 


EMCO REGULATOR L-500 SERIES 


An economical and efficient method of regulating air to the required PSI with a minimum pressure drop. Air flows from 
left to right. 


Quincy 


REGULATOR = Part No. 


Price 
With Gage 


Aluminum body 
Brass valve stem 


Inner Valve 
Buna-N 

Y," size irridited 
die cast zinc bod 


EMCO COMBINATION L-100 SERIES 


FOR SPECIFICATIONS, PLEASE REFER 
TO LISTINGS ABOVE. 
Combinations may be purchased in any desired series. 


PRICE 


$41.90 Detailed and 
$48.40 Illustrated 
$64.95 literature 


on request. 
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RUBBER MOUNTING BISCUITS 


Entire compressor and motor assembly rubber mounted on tank to 
absorb vibration—insures smooth, quiet running. Part 5023-X used 
with top plates having counter drilled holes. 


Part No Price Each 
5023-X $1.65 


AIR RECEIVERS 


QUINCY Air Receivers both in vertical and horizontal mounting are 
available in the sizes as indicated. All tanks are tested for double the 
working pressure. 


HORIZONTAL A.S.M.E. AIR RECEIVERS 


Less fittings and cushion mounting biscuits. All horizontal receivers have feet attached and brackets for mounting top plate. 


ey ey ce cas 
Extra for Tank 
Pounds Price Re- Top Plate Price Price Re- Fittings including 

Part Cap. | Working |Approx.| Pair | ceiver less |~———— | Top Plate | ceiver with) Safety Valve Drain 
No. Size Gals. | Pressure |Weight |Bracket| Top Plate Size |Part No.| Only Top Plate | Valve and Air Gauge 

5126* | 14”x30” 18 150 68 8”x20” |Attached $44.00 $ 5.50 

2497 | 14”x33” 20 165 75 8”x23” | Attached 72.35 10.90 

4131 16”x38” 30 165 110 2 $ 79.80 | 12”x30” | 5033 $15.30 95.10 12.85 

5648 | 16”x38” 30 200 160 2 94.50 | 14”x30” | 5649 19.35 113.85 12.85 

2421 | 20”x48” 60 200 230 2 119.00 | 12”x34” | 5029 17.35 136.35 12.85 

2421 | 20”x48” 60 250 280 2 205.00 | 12”x34” | 5029 17.35 222.35 12.85 

2423 | 20”x63” 80 200 330 2 141.70 | 12”x38” | 5030 18.65 160.35 12.85 

2423 | 20”x63” 80 250 390 2 230.00 | 12”x38” | 5030 18.65 248.65 12.85 

2476 | 20”x63” 80 200 330 3 160.50 | 15”x45” | 5031 21.30 181.80 12.85 

2476 | 20”x63” 80 250 390 3 245.00 | 15”x45” | 5031 21.30 266.30 12.85 

6106 | 24”x72” 130 200 600 | Attachled Receiver) 17”x47” |Attached 250.85 12.85 

5914 | 30’x72” 200 206 780 | Attachled Receiver| 19”x54” |Attached 400.00 24.40 

4759**| 14”x2234” 16 200 65 63.00 | For Pneumatic Tired T Models 9.45 


Sloot "| 14 Xoo | IO II 
Each pair of brackets requires two cushion mounts part No. 5023-X, price $1.65 each. Commonwealth of Massachusetts requires raising 
blocks. No. 2606A at $1.65 each. Massachusetts rubber mounting biscuits No. 5023-X1 at $1.65 each. *No code construction. 


**Mounting Brackets for 4759 receiver furnished without additional cost when specified to replace receivers with brackets attached. 
Where purchased separately, Part 5319 Bracket, Price $2.50 pair. 


VERTICAL A.S.M.E. OR NAT. BOARD AIR RECEIVERS 


Pipe Size Open. Extra for 
Pounds ee ie Oe Fittings, 
Part Cap. | Working Inlet | Outlet Price Safety Valve, 
No. Size Gallons | Pressure | Weight | Side Top | Bottom Each __|Gauge, Drain 
2626 | 20x48” 60 200 230 ae aP yy” $139.00 $14.10 
2633 20”x63” 80 200 330 2% 2% 4 153.70 16.10 
2633 20”x63” 80 250 390 2% 2% 34 203.70 24.20 
2699 | 20x72” 100 200 350 | *3 3 34 165.50 24.20 
2635 24”x72” 130 200 420 #3 3 34 212.00 24.20 
2635 24"x72” 130 250 490 a3 3 34 284.35 24.20 
2636 30”x72” 200 200 780 *3 3 34 375.00 24.20 


*Opening on each side. 


VERTICAL A.S.M.E. AIR RECEIVERS USING TOP PLATE 


: Price Extra for Tank 
Price Re- Top Plate Receiver Fittings including 
Part Capacity | Working ceiver less with Safety Valve. Drain 
No. Size Gallon Pressure | Weight | Top Plate Size |Part No.| Price Top Plate | Valve and Air Gauge 
2503* | 20x48” 60 200 210 $122.50 | 12”x32” | 5081 $16.50 $139.00 $10.90 
4859* 24”x48” 80 200 285 158.15 12”x32” 5081 16.50 174.65 10.90 


*Requires 4 cushion mounts part No. 5023-X. Price $1.65 each. 
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